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OF SELLI. 2023051021 Changed mounting size

10.3£0.1

4,60+0.05

Selittel®

10,70x0.15
9,50+0.1

14,70£0.15

Sy

0,50

2.9+0.05

2.910.05

NOTES: UNLESS OTHERWISE SPECIFIED.

. Material: Contacts--Copper, T=0.5mm;
. Terminal finish: Tin plated;

. Removed burrs and sharp edge. AT T T ) e 2 INS

. For MAXI automotive blade Fuses . I_S—| ARSETT TS R 22 G AT PR

. Suitable rated current: 50A@500VAC. DONGGUAN SELITTEL FUSES MFG CO- - LTD
. Temperature rating: -50°C to +145°C.

. Withstands shock and vibration. UNLESS OTHERWISE STATED AUTO FUSE HOLDER

. . - . . WALL THICKNESS — MM
. Thru hole PC mountable, maintains position during wave soldering. LINEAR I XX £015 MM

. . . . +0.05 MM
. Holds fuse securely even after multiple insertions. P Ry 16-11-26 | SCALE | free ‘@‘B
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coNO ULTUT DN WN

DRAFT ANGLE/SIDE 0.5 °MAX SHEET| 1 OF 1

BURR & FLASH 0.10 MAX PART NO.

BREAK CORNERS 0.20 R.MA;

PARTING LINE MISMATCH 0.05 MAX S L- 5 O 6CT B
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